AG-88 0,37kW 230VCA

DESPIECE
DRAWING AND EXPLOSION VIEW

AG-88 0,3TkW
Peso/Weight 13K
Dim 1Sizé 310x165x205mm

SAG-88 0,3TkW

SIN BASE METALICA
WITHOUT METAL BASE
Peso/Weight. 15 05K
Dim_ /Size: 450x320x190mm

SAG-88 0,3TkW

CON BASE METALICA
WITH METAL BASE
Peso/Woight 21,8 "\\
Dwn /Size: 480x320x326mm
Dib. Descripcion Codigo Dib. Descripcion Codigo
Drawing Description Code Drawing Description Code
0 CABLE DE CONEXIONES 8009200010 9 MUELLE BY-PASS 000302205
Connection cable Bypass spnng
1 MOTOR 0,37kW 000301401 10 VALVULA BY-PASS POLIESTER 805606101
0, 37kW Motor Polyester bypass valve
2 SELLO MECANICO 804601003 11 TORICA CUERPO BOMBA 85x4 803100020
Mechanical Seal 85x4 Pump body joint
3 TAPA MOTOR 000301426 12 RODILLO F-211 000302010
Motor cover F-211 ROLLER
4 CONJUNTO 6 PALETAS 000302009 13 CHAVETA 5x5x20 000302002
6 blade set ax5x20 Shaft key
3 TORNILLO M-6x55 DIN.912 805400001 15 INTERRUPTOR 000200604
M-6x55 DIN. 912 Screw Switch
1 TAPON BY-PASS 000302008 16 CAJA CONEXIONES 000301623
Bypass plug Connection box
8 TORICA 30x3 NBR 803100019 26 CUERPO BOMBA CON BRIDAS 000302101
30x3 NBR joint Pump body with flanges

CONEXION: 1" LIBRE Free PSF040 PA-80 PA-120
Connection: 851/min 61l/min 571/min
AG-88 230VCA/NVAC : g
ASPIRACION: 2,7m 114" 2,3A - ____,,,,,._,2_-_3_"‘_5 nnnnnnnnnnn _ Zmrl-tlA 2 3A
Suction: 581/min - 46lfmin i 40l/min 45l/min
- SAG-88 230VCANVAC
IMPULSION: 4m 17 2. 3A

Delivery:






