AG-89 0,74kW 230V CA 50/60Hz

DESPIECE
DRAWING AND EXPLOSION VIEW

AG-88 0, 7T4kW

Peso/ Weight 15,1$
Dim 'Sire” 360%17 40mm

SAG-48 0, 74kW
P SIN BASE MET
/’j “1-‘1\ WITHOUT METAL BASE

Feso/Wesght 17 20K
g 80x380x240mm

N° DESCRIPCION CODIGO N° DESCRIPCION CODIGO
Nr. Description Code Nr. Description Code

4 |CONJUNTO 6 PALETAS 000302009 18 | INTERRUPTOR 000301323

6 Blade set Plug
6 | TORNILLO M-6x55 DIN.912 805400001 19 | CABLE CONEXIONES 230VCA (3m) CON CLAVIJA INYECTADA | 800900010
M-6x25 DIN. 812 Screw 230VAC (3m) Connection cable with injected piug
7 | TAPON BY-PASS 000302008 20 | MOTOR 0,74kW 000301501
Bypass plug 0,74kW Motor
8 | TORICA 30x3 NBR 803100019 21 | RETEN 20x30x7 (VA-20) 804601003
30x3 NBR Joint 20x30x7 (VA-20) Retainer
10 | VALVULA BY-PASS POLIESTER 805606101 22 | BRIDA SUJECION MOTOR 000301116
Polyester bypass valve Motor flange
11 | TORICA CUERPO BOMBA 85x4 803100020 23 | MUELLE BY-PASS 000302005
83x4 Pump body joint Bypass spring
14 | TORNILLOS M-6x16 DIN. 912 805400002 24 | RODILLO F-211 (EJE ©18) 000302010
M-6x16 DIN. 912 Screws F-211 (Shaft ©'18) Roller
19 | VENTILADOR 000301024 29 | CHAVETA 20x6x6 000302012
Ventilator 20x6x6 Cofter pin
16 | TAPAVENTILADOR 000301125 26 | CUERPO BOMBA CON BRIDAS 000302101
Ventifator cover Flange pump body
CONEXION / Connection: 1° LIBRE / Free PSF-040 PA-60 PA-80 PA-120
ASPIRACION / Suction: 2.7m 1 1/4 80I/min 83l/min

AG-89 230VCA/VAC [93I/min [ 88l/min

IMPULSION / Delivery: 4m 1"






